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WSP-1OS/W, 
Article no. P21-2406-A,

with optional tension belt

18 

STEEL  SUMPS

WSP-2OS/W, fi re-galvanized,
Article no. P21-1407-A

WSP-2OS/W60,
Article no. P21-1408-A

WSP-2OS/W, fi re-galvanized,
Article no. P21-1407-A,

with optional drum stand

 Model WSP-2OS/W60 WSP-1OS/W WSP-2OS/W
 External dimensions W x D (mm) 820 x 500 800 x 860 800 x 1400
 Height (without push bar) (mm) 345 525 405
 Sump capacity (l) 60 220 220
Capacity, 200 liter drums (vertical) 2 x 60 1 x 200 2 x 200

 Article no., painted P21-2408-A P21-2406-A P21-2407-A
Article no., fi re-galvanized P21-1408-A P21-1406-A P21-1407-A

 Accessories Article no.
 Tension belt Z50-1920-A
Rotating drum support Z50-1925-B

DRUM  CARTS  FOR  60 / 200 LITER  DRUMS
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◆

◆

◆
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Base sump tray made from 3 mm sheet steel

Base sump tray according to WHG - Ü-sign according to StawaR

Removable galvanized grid

Corrosion protection by primer coating and painting or

by fi re-galvanization

Equipped with 2 fi xed and 2 swiveling castors and push bar as standard

For the transport of water-endangering and fl ammable liquids

Rotating drum support, 
Article no. Z50-1925-B

Explanations see practical informations on page 6 and 84!
✔✔ ✔ ✔

Suitable drum stands
can be found
on page 17!

PE drum carts can be
found on page 39!


