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STEEL  SUMPS

 19

STEEL  DRUM  CABINETS

WSP-2SKKS-D, 
Article no. P21-2481-A

WSP-2SKKS-D/GR, 
Article no. P21-2483-A

Venting slots in the sidewalls
WSP-1SKKS-D, 

Article no. P21-2480-A

WSP-1SKKS-D/GR, 
Article no. P21-2482-A
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Base sump tray made from 3 mm sheet steel

Base sump tray according to WHG - Ü-sign according to StawaR

Ground clearance 100 mm for internal transport

Lockable versions also suitable for storage outdoors

Sump capacity 220 liter

Corrosion protection by primer coating and 

painting of sump pallet

Weather-proof superstructure made from galvanized 

sheet steel, with venting slots in the side walls

Compartment for documents in the door(s) as standard

For the storage of water-endangering liquids

 Model WSP-1SKKS-D WSP-2SKKS-D WSP-1SKKS-D/GR WSP-2SKKS-D/GR
 Capacity, 200 liter drums 1 2 - -
 External dimensions W x D (mm) 900 x 750 1760 x 750 900 x 750 1760 x 750
 Total height (mm) 1900 1720 1900 1720
 Internal dimensions W x D (mm) 740 x 660 2 x 740 x 660 740 x 660 2 x 740 x 660
 Compartment height (mm) 1360 1360 3 x 400 3 x 400
 Sump capacity (l) 220 220 220 220
 Max. load (kg) 250 500 250 500
 Weight (kg) 132 196 146 230
 Article no., painted sump pallet, galvanized superstructure P21-2480-A P21-2481-A P21-2482-A P21-2483-A

Explanations see practical informations on page 6 and 84!
✔✔ ✔ ✔

Height-adjustable galvanized 
grids at intervals of 100 mm


